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Benefits

For attractive product presentation: 
DemoMode
DemoMode demonstrates the versatile setting options and the high-level convenience 

of Liebherr refrigerators and freezers to customers without the appliance actually 

being in operation (i.e. without refrigeration taking place). 

In DemoMode the control display shows the various functions and temperature settings, 

and the lighting is active to showcase the particular lighting concept beautifully.  

The brochure explains how DemoMode can easily be switched on and off.

Setting all Liebherr appliances in a showroom to DemoMode gives convincing sales 

impetus and uses very little power.

Need to know information!

First, switch on the appliance – in the case of fridge-freezers, both the 

refrigerator and the freezer compartments. Next, follow the instructions for the 

applicable model.

DemoMode remains active until switched off.

This means that DemoMode will remain on even after a power cut or following an 

appliance’s disconnection from the mains. 

Specific to BluPerformance models:

If the appliance is switched on, after having been disconnected from the mains 

power supply, the display will show “DemoMode active”. This mode can then be 

changed for the next 10 minutes: 

· For 2.4" displays: Press either “On” or “Off”

If no change is made, the DemoMode will remain active.

When activating DemoMode, please attach a notice sticker (supplied, can be 

ordered separately) to the control panel so that the appliance is switched back to 

standard mode before delivery to the customer.

DemoMode must be switched off before the appliance is sold. 
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Step Display Action Display after 
action

Test option /
info

Start service menu  --DemoMode ON--

1 Current value
Press and hold “Up” and 
“On/Off” (freezer) simultane-
ously for 5 seconds

H flashes Service menu active

2 H flashes
Press “Up” or  
“Up/Down” once

d flashes
DemoMode
selected

3 d flashes Press “SuperFrost” once d1 is static
DemoMode ON 
selected

4 d1 is static Press “SuperFrost” once
Set target value 
and “Demo”

DemoMode ON

Start service menu  --DemoMode OFF--

1
Current value 
and “Demo”

Press and hold “Up” and 
“On/Off” simultaneously 
for 5 seconds

H flashes and 
“Demo”

Service menu active

2 H flashes
Press “Up” or  
“Up/Down” once

d flashes and 
“Demo”

DemoMode 
selected

3
d flashes and 
“Demo”

Press “SuperFrost” once
d0 static and 
“Demo”

DemoMode OFF 
selected

4
d0 static and 
“Demo”

Press “SuperFrost” once Current value DemoMode OFF 

The text “Demo” on the display tells you that DemoMode is active. 
DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “SuperFrost” has been pressed, the appliance switches to the desired operating mode – 
DemoMode or normal mode.

DemoMode

For fridge-freezers, please always use the freezer compartment button.



On/Off SuperCoolVentilation

On/Off SuperCool Up/Down Alarm

Up/Down Alarm

On/Off Up/Down AlarmSuperCool
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DemoMode

Step Display Action Display after 
action

Test option /
info

Start service menu  --DemoMode ON--

1 Current value
Press and hold “Up/Down” 
and “On/Off” simultaneously 
for 5 seconds

d flashes
Service menu active,
DemoMode selected

2 d flashes Press “SuperCool” once d1 static
DemoMode ON
selected

3 d1 static Press “SuperCool” once
Set target value 
and “Demo” 

DemoMode ON

Start service menu  --DemoMode OFF--

1
Current value 
and “Demo”

Press and hold “Up/Down” 
and “On/Off” simultaneously 
for 5 seconds

d flashes and 
“Demo”

Service menu active,
DemoMode selected

2
d flashes and 
“Demo”

Press “SuperCool” once
d0 static and 
“Demo”

DemoMode OFF 
selected

3
d0 static and 
“Demo”

Press “SuperCool” once Current value DemoMode OFF 

The text “Demo” on the display tells you that DemoMode is active.
DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “SuperCool” has been pressed, the appliance switches to the desired operating mode – 
DemoMode or normal mode.
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DemoMode

Step Display Action Display after 
action

Test option /
info

Start service menu  --DemoMode ON--

1 Target value
Press and hold 
“Up/Down” and “On/Off” 
simultaneously for 5 seconds

-25°C-LED static
SuperFrost-LED 
flashes

Service menu active

2
-25°C-LED static 
SuperFrost-LED 
flashes

Press “Up/Down” once
-25°C-LED static
SuperFrost-LED 
flashes

DemoMode
selected

3
-25°C-LED static 
SuperFrost-LED 
flashes

Press “SuperFrost” once Set target value DemoMode ON

Start service menu  --DemoMode OFF--

1 Target value
Press and hold 
“Up/Down” and “On/Off” 
simultaneously for 5 seconds

-25°C-LED static
SuperFrost-LED 
flashes rapidly

Service menu active

2

-25°C-LED 
flash rapidly 
SuperFrost-LED 
flashes

Press “SuperFrost” once

-18°C-LED lights 
up shortly, then 
the temperature 
display is dark until 
the target value is 
reached

DemoMode OFF 

If the appliance is switched off and then back on again while in DemoMode, all temperature LEDs 
illuminate for 3 seconds to indicate that DemoMode is active.
DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
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DemoMode

Step Display Action Display after 
action

Test option /
info

Start service menu

1 Target value
Press and hold “On/Off”  
and “SuperFrost”  
simultaneously for 3 second

“d1” and 
SuperFrost LED 
flash

Service menu active. 
In DemoMode step

2
“d1” and 
SuperFrost LED 
flash

Press “Up” once
“d1” or “d0” 
plus SuperFrost 
LED flash

Service menu active.
In DemoMode step

3a d1 Press “SuperFrost” Set target value DemoMode ON

3b d0 Press “SuperFrost” Set target value DemoMode OFF 

DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “SuperFrost” has been pressed, the appliance switches to the desired operating mode – 
DemoMode or normal mode.
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DemoMode

Step Display Action Display after 
action

Test option /
info

Start service menu  --DemoMode ON--

1 Current value
Press and hold “Up” and 
“On/Off” simultaneously 
for 5 seconds

d flashes
Service menu active,
DemoMode
selected

2 d flashes Press “Ventilation” once d1 is static
DemoMode ON
selected

3 d1 is static Press “Ventilation” once
Set target value 
and “Demo”

DemoMode ON

Start service menu  --DemoMode OFF--

1
Current value 
and “Demo”

Press and hold “Up” and 
“On/Off” simultaneously 
for 5 seconds

d flashes and 
“Demo”

Service menu active, 
DemoMode selected

2
d flashes and 
“Demo”

Press “Ventilation” once
d0 static and 
“Demo”

DemoMode OFF 
selected

3
d0 static and 
“Demo”

Press “Ventilation” once Current value DemoMode OFF 

The text “Demo” on the display tells you that DemoMode is active.
DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “Ventilation” has been pressed, the appliance switches to the desired operating mode – 
DemoMode or normal mode
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DemoMode

Step Display Action Display after 
action

Test option /
info

Start service menu  --DemoMode ON--

1 Current value
Press and hold “Light” and 
“On /Off” simultaneously 
for 5 seconds

d1 flashes
Service menu active,
DemoMode
selected

2 d1 is static Press “Light” once
Set target value 
and “Demo”

DemoMode ON

Start service menu  --DemoMode OFF--

1
Current value 
and “Demo”

Press and hold “Light” and 
“On /Off” simultaneously 
for 5 seconds

d0 flashes 
and “Demo”

Service menu active,
DemoMode
selected

2
d0 static and 
“Demo”

Press “Light” once current value DemoMode OFF 

The text “Demo” on the display tells you that DemoMode is active.
DemoMode can only be switched Off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “Light” has been pressed, the appliance switches to the desired operating mode – 
DemoMode or normal mode.
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DemoMode

Step Display Action Display after 
action

Test option /
info

Start service menu  --DemoMode ON--

1 Current value
Press and hold “Up” and 
“On /Off” simultaneously 
for 5 seconds

d flashes Service menu active

2 d flashes Press “Ventilation” once d1 static
DemoMode ON 
selected

3 d1 static Press “Ventilation” once
Set target value and 
“Demo”

DemoMode ON

Start service menu  --DemoMode OFF--

1
Current value 
and “Demo”

Press and hold “Up” and 
“On /Off” simultaneously 
for 5 seconds

d flashes 
and “Demo”

Service menu active,
DemoMode
selected

2
d flashes 
and “Demo”

Press “Ventilation” once
d0 static 
and “Demo”

DemoMode OFF 
selected

3
d0 static 
and “Demo”

Press “Ventilation” once Current value DemoMode OFF 

The text “Demo” on the display tells you that DemoMode is active.
DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “Ventilation” has been pressed, the appliance switches to the desired operating mode – 
DemoMode or normal mode.



Ventilation
Light

On/Off Up Down

Up Down Alarm
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DemoMode

Step Display Action Display after 
action

Test option /
info

Start service menu  --DemoMode ON--

1 Target value
Press and hold “On/Off” and 
“Ventilation” simultaneously 
for 3 seconds

“d1” or “d0” plus 
Ventilation LED 
flash

Service menu active. 
In DemoMode step

2a d1 Press “Ventilation” Set target value DemoMode ON

2b d0 Press “Ventilation” Set target value DemoMode OFF 

DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “Ventilation” has been pressed, the appliance switches to the desired operating mode – 
DemoMode or normal mode.



On/Off SuperCool Up/DownOn/Off

On/Off SuperCool Up/Down VentilationOn/Off

On/Off SuperCool Up/DownOn/Off Alarm
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DemoMode

Step Display Action Display after 
action

Test option /
info

Start service menu  --DemoMode ON--

1 Target value
Press and hold “Up/Down” 
and “On/Off” simultaneously 
for 5 seconds

d flashes
Service menu active
DemoMode selected

2 d flashes Press “SuperCool” once d1 static
DemoMode ON
selected

3
d1
static

Press “SuperCool” once
Set target value 
and “Demo” 

DemoMode ON

Start service menu  --DemoMode OFF--

1
Target value 
and “Demo”

Press and hold “Up/Down” 
and “On/Off” simultaneously 
for 5 seconds

d flashes and 
“Demo”

Service menu active,
DemoMode selected

2
d flashes and 
“Demo”

Press “SuperCool” once
d0 static and 
“Demo”

DemoMode OFF 
selected

3
d0 static and 
“Demo”

Press “SuperCool” once Current value DemoMode OFF 

The text “Demo” on the display tells you that DemoMode is active.
DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “SuperCool” has been pressed, the appliance switches to the desired operating mode – 
DemoMode or normal mode.



On/Off Up/DownOn/Off AlarmSuperFrost

On/Off Up/DownOn/Off SuperFrostVentilation

On/Off Up/DownOn/Off SuperFrost

On/Off On/OffVentilation Up/Down Up/Down SuperFrost Alarm

On/Off On/OffSuperCool Up/Down Up/Down SuperFrost Alarm

On/Off Up/DownOn/Off AlarmSuperFrost
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DemoMode

Step Display Action Display after 
action

Test option /
info

Start service menu  --DemoMode ON--

1 Current value
Press and hold “Up/Down” 
and “On/Off” simultaneously 
for 5 seconds

d flashes
Service menu active
DemoMode selected

2 d flashes Press “SuperFrost” once d1 static
DemoMode ON
selected

3 d1 static Press “SuperFrost” once
Set target value 
and “Demo” 

DemoMode ON

Start service menu  --DemoMode OFF--

1
Current value 
and “Demo”

Press and hold “Up/Down” 
and “On/Off” simultaneously 
for 5 seconds

d flashes and 
“Demo”

Service menu active,
DemoMode selected

2
d flashes and 
“Demo”

Press “SuperFrost” once
d0 static and 
“Demo”

DemoMode OFF 
selected

3
d0 static and 
“Demo”

Press “SuperFrost” once Current value DemoMode OFF 

The text “Demo” on the display tells you that DemoMode is active.
DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “SuperFrost” has been pressed, the appliance switches to the desired operating mode – 
DemoMode or normal mode.

For fridge-freezers, please always use the freezer compartment button.



On/Off SuperCool Up Down SuperFrostDown On/OffAlarmUpVentilation

On/Off SuperCool Up Down SuperFrostDown On/OffAlarmUpHoliday
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DemoMode

Step Display Action Display after 
action

Test option /
info

Start service menu  --DemoMode ON--

1 Current value
Press and hold “Up” and 
“On/Off” simultaneously for 
5 seconds

H  flashes
Service menu active
DemoMode selected

2 d flashes Press “SuperFrost” once d1 static
DemoMode ON
selected

3 d1 static Press “SuperFrost” once
Set target value 
and “Demo” 

DemoMode ON

Start service menu  --DemoMode OFF--

1
Current value 
and “Demo”

Press and hold “Up” and 
“On/Off” simultaneously for 
5 seconds

d flashes and 
“Demo”

Service menu active,
DemoMode selected

2
d flashes and 
“Demo”

Press “SuperFrost” once
d0 static and 
“Demo”

DemoMode OFF 
selected

3
d0 static and 
“Demo”

Press “SuperFrost” once Current value DemoMode OFF 

The text “Demo” on the display tells you that DemoMode is active.
DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “SuperFrost” has been pressed, the appliance switches to the desired operating mode – 
DemoMode or normal mode.

For fridge-freezers, please always use the freezer compartment button.
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MENU
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MENU
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DemoMode

1 Press the menu field

2 Press the navigation arrows   until the appliance information symbol is displayed

3 Select the appliance information symbol

4 Press the right navigation arrow

5 Press the wrench symbol            to access the customer service menu

6 Enter the code 254 and press OK to access the dealer service menu

7 In the dealer menu select the DemoMode function

8 Press ON or OFF to activate or deactivate DemoMode

The activated DemoMode is displayed as a small triangle  in the top right corner of the screen.
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SuperCool

SuperCool

Step Display Action Display after 
action

Test option /
info

Start service menu

1 Current value
Press and hold “On/Off” and 
“SuperCool/SuperFrost” 
simultaneously for 3 seconds

“d1” or “d0” 
plus SuperCool/
SuperFrost LED 
flashes

Service menu active.
In DemoMode step

2a d1
Press “SuperCool/Super-
Frost”

Set target value DemoMode ON

2b d0
Press “SuperCool/Super-
Frost”

Set target value DemoMode OFF 

DemoMode can only be switched off via the service menu, not by pressing ON/OFF nor by disconnecting 
the appliance from the mains.
Once “SuperCool/SuperFrost” has been pressed, the appliance switches to the desired operating 
mode – DemoMode or normal mode.

DemoMode
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DemoMode

Activating DemoMode Deactivating DemoMode

Touch Touch

DemoMode is activated.
The cooling circuit is 
switched off! Slide to the right.

Press for approx. 2 sec.

Press

DemoMode is 
deactivated.

After 1 second, the 
display shows

Slide to the left or right.
Enter code 151.

DemoMode can be activated for presenting the appliance at exhibitions or in salesrooms as if it were in 
normal operating mode.
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Notes
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Notes
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